SW-60/120/250 Series

Staialess Steel Centrifugal Pumps

SW-60/120/250

FOR: VIETNAM , TATWAN

Series Staialess Steel
Centrifugal Pumps

[Pwéng cong / Curve|

\Tinh nang /Features|
| , clean water

SW-60/120/250

o o « Liquid temperature:0~70°C / 32~158F | jquids come into contact with p
] « HP range:1/2~2-1/2 HP / 0.4~1.85KW are stainless steel
- 3 50/60 Hz 7 « PH | -6~8 2, low noise
] 3 V-2 vaiae. Design of a new cooling fan, red
My, [ « Rated speed:2900/ 3450rpm wind shear operation more mute
= « |IP class:IP55 3, motor protection rating: IP55
G 3 ; Higher level of protection, suilat
” b « Max. suction:8M outdoor
41 \ 4, high quality mechanical shaft
] N \ SW-605/120S8/250S8 is resistant to temperature of 90
o e N \ « iquid temperature:0~100°C / 32~212°F (SW-1208/2508)
4 | Ungdung /Applications I
] ' | *» HP range:1/2~2-1/2 HP / 0.4~1.85KW — = .
ob ol o Air conditioner cooling systems
0 40 ' B0 ' 120 ' 160 ' 200 ' 240 ' 280 ' 320 ' 360 L “ . 3
; Lot 2 e PH value:6~8 Industrial cleaning applications
S S S S R v R T -y PULY W fi i
e e e « Rated speed:2900 / 3450rpm ater filtration system

« |P class:IP55
e Max. suction:8M

( € Pac diém ky thuat/ Specification |
Qutput Inlet Outlet Pass Solid

| xacnhan/ Certifition |

Max Flow LPM Flow @ Head Max Head Welgh

Model No. LPM M
HP | W | mm| inch [ mm]| inch | Diamm) | PM) | 5m | 10m | 15m | 20m | 25m | (M) Kg
sw60S) | 12 | 400 | 32 |1-14"| 25 | 1" 3 120 |110| & |35 | - | - 17 1

SW-120(S) | 11/4 | 1000 | 32 | 1-1/4"| 25 1" 3 140 138|135 | 125 | 110 | 65 28 15.5

SW-250(S)| 21/2 | 1850 | 40 | 1-1/2"| 32 | 1-1/4" 3 300 290 | 275 | 260 | 235 | 180 30 20
Remarks:Model No. ends with "S" is included with stainless steel strainer for hot water.




| Kich thuéc / Dimension | [So db chirc nang / Schematic Function]

w W1 Ik L1 L2 H H1 H2 | DNA | DNM
Model
mm | mm | mm | mm | mm | mm | mm | mm | mm | mm SW-60/120/250 Series
SW-60 213 | 140 | 315 | 138 49 218 | 232 | 110 | G1% | G1
SW-120
SW-120T
213 | 140 | 315 | 138 49 218 | 232 | 110 | G1% | G1
SW-1208
SW-120ST
SW-250
SW-250T
213 | 140 | 354 | 138 49 255 | 222 | 110 G2 | G1%
SW-250S
SW-2508T
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